
New Expanded Capabilities for the Aquafl ex ELS Servo

Since its introduction in 2006, the ELS Servo has been a revolutionary press bringing servo technology to the tag and label 

markets at an affordable price. Its unique ability to print on thin fi lms combined with its superior reproduction capabilities 

has made the ELS an industry favorite.

Aquafl ex is proud to introduce the new ELS-D Dual Servo series to the ELS line. Now printers can enjoy the benefi ts and 

economies of gearless sleeved-plate cylinders and automatic registration on the fi eld-proven ELS platform.

 •  Gearless infi nite repeat—sleeves in any size from 9” to 24” repeats 

 • Automatic register control using the #1 printer as the master mark—register moves will not affect web feed

 • Job naming, storage, and recall for printing repeat parameters

 • Automatic color-to-color pre-register for print length based on operator input

 • Motorized repeat length size adjustment

 • Digital register moves the printing from the OIT—reduces waste and wear on the printing plate

 • Operating-side access to impression adjustments—retains parallel adjustment of both drive and
  operation-side adjustment thru size changes

 • Sidelay adjustment of +/- 1⁄4”

 • Rail systems, reversing, lamination and other options available

 • Press maximum mechanical speed—9” to 24” repeat, 750 fpm

Introducing the ELS-D series featuring dual servo 

drives and “gearless” sleeved print cylinders.  

Available in 10”, 13” and 16” web widths.
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